
IAQ-1

For complete equipment / combination selections, 
installation instructions and warranty information, 
please refer to Product Data/Ratings and/or Installers 
Guides and Limited Warranty Handbooks.
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Trane CleanEffects™ Whole House
Air Cleaner

Table IAQ-1-A – Air Handler – 24 Volt Trane CleanEffects™ Whole House Air Cleaner
Model  
Number

Airflow  
Range

Trane CleanEffects™  
Air Handler Width

Uncrated Dimensions (in.)  
H x W x D

Shipping  
Weight

EFD175DLAH000A 300-1200 171/2 inch 71/2 x 171/2 x 21 37
EFD215DLAH000A 300-1200 211/2 inch 71/2 x 211/2 x 21 42
EFD235DLAH000A 350-1600 231/2 inch 71/2 x 231/2 x 21 44
EFD260DLAH000A 400-2000 26 inch 71/2 x 26 x 21 46

Table IAQ-1-B – Upflow / Side Return Furnace – 24 Volt Trane CleanEffects™ Whole House
Model  
Number

Airflow  
Range

Trane CleanEffects™  
Furnace Width

Uncrated Dimensions (in.)  
H x W x D

Shipping  
Weight

EFD145DLFR000A 300-1200 141/2 inch1 71/2 x 141/2 x 27 39
EFD175DLFR000A 300-1600 171/2 inch1 71/2 x 171/2 x 27 43
EFD210DLFR000A 300-2000 21 inch2 71/2 x 21 x 27 47
EFD245DLFR000A 400-2000 241/2 inch2 71/2 x 241/2 x 27 49

Table IAQ-1-C – Downflow Furnace – 24 Volt Trane CleanEffects™ Whole House
Model  
Number

Airflow  
Range

Trane CleanEffects™  
Furnace Width

Uncrated Dimensions (in.)  
H x W x D

Shipping  
Weight

EFD17DDLFR000A 300-1600 171/2 inch 71/2 x 171/2 x 21 37
EFD21DDLFR000A 300-2000 21 inch 71/2 x 21 x 21 41

Table IAQ-1-D — Accessories – Trane CleanEffects™ Whole House 
Model  
Number Description Used With

Shipping  
Weight

BAYTRANS12024 120 to 24 Volt Transformer All EFD Air Cleaners 6
1 Side return no transition required.
2 Side return transition required.

Trane CleanEffects™ Whole House Air Cleaner:
• Trane CleanEffects™ removes up to 99.98% 

of allergens from the filtered air
• Removes particles down to 0.1 micron in size
• CleanEffects® Whole Home Air Cleaner 

removes more than 99% of the surrogate for the 
virus that causes COVID-19 within 30 minutes.

• Outperforms HEPA type filters, and up to 100 
times more effective than a standard 1" filter

• Constructed of painted 18 gage metal to 
protect the filter and internal electronics

• Power door provides easy access to internal 
components and features a filter status display 
as well as safety interlocks that automatically 
shut down the power when the door is opened 
for maintenance or cleaning

• Designed for flush fit on both sides and rear of 
equipment cabinet

• No transitions required on Trane 
CleanEffects™ applications

• Gaskets included with the air cleaner 
• ComfortLink II™ communicating or 24 volt 

capability
• 10-Year Limited Warranty with registration*
• Trane CleanEffects™ certified as asthma 

& allergy friendly™ by AAFA (Asthma and 
Allergy Foundation of America)

Table IAQ-1-E — Air Handler Filters

ifD Filter
AIR HANDLER MODEL NUMBER
A B

EFD215 211/2 19
EFD235 231/2 21
EFD260 26 231/2

Table IAQ-1-F — Upflow Furnace Filters

ifD Filter
FURNACE MODEL NUMBER
A B

EFD145 141/2 12
EFD175 171/2 15
EFD210 21 181/2

EFD245 241/2 22

Table IAQ-1-G — Downflow Furnace Filters

ifD Filter
FURNACE MODEL NUMBER
A B

EFD14D 141/2 117/8

EFD17D 171/2 147/8

EFD21D 21 183/8

EFD24D 241/2 217/8

*  Registered Limited Warranty terms are available when you register within 60 days of installation. You can register online at Trane.com or by phone at 855-260-2975, 
otherwise Trane’s Base Limited Warranty terms will apply. Base Limited Warranty information on specific products can be found on ComfortSite.com.


