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MA-E2PL-1 12" wioE 100k~ CABLE
2-NAIL STRAPS FITS 2 - 3 #12 NM STRAPS
CABLE, OR 2 #12 UF CABLE

MA-E3PL-1 3/4" WIDE 100/PK(

2-NAIL STRAPS FITS 2 #8 NM & U

CABLE, OR 3 #12 UF CABLE

MA-E2PL25 1/2" WIDE 25/PKG

2-NAIL STRAPS FITS 2 - 3 #12 NM

CABLE, OR 2 #12 UF CABLE

MA-E3PL25 3/4" WIDE 25/PKG

2-NAIL STRAPS FITS 2 #8 NM & UF

CABLE, OR 3 #12 UF CABLE 2 NAIL STRAP

FLEXIBLE STEEL CONDUIT
TYPE ULC LIQUID TIGHT- UL APPROVED ONLY
MA-10050 1/2" X 100'

MA-10075 3/4" X 100'

MA-10010 1" X 100’

LIQUID TIGHT
NON-METALLIC CONDUIT
U.L. AND CSA APPROVED
MA-15005 1/2" X 100’

MA-15007 3/4" X 100’
MA-15008 1" X 100' UV (SUNLIGHT) RESISTANT

FITTINGS FOR
BX-FLEXIBLE METAL CONDUIT

STEEL & ALUMINUM FLEX, AC & MC CABLE
MA-E42-1 1/2" STRAIGHT SQUEEZE CONN.(TYPE A) 25/PKG.
MA-E42-2 3/4" STRAIGHT SQUEEZE CONN.(TYPE A) 25/PKG.
MA-E42-3 1" STRAIGHT SQUEEZE CONN.(TYPE A) 10/PKG.
MA-E42-4 1-1/4" STRAIGHT SQUEEZE CONN.(TYPE A) 10/PKG.
MA-E42-5 1-1/2" STRAIGHT SQUEEZE CONN(TYPE A) 5/PKG.
MA-E110 3/8" 90 DEGREE SET SCREW CONN.(TYPE B) 50/PKG.
MA-E110-1 1/2" 90 DEGREE SET SCREW CONN.(TYPE B) 25/PKG.
MA-E110-2 3/4" 90 DEGREE SET SCREW CONN.(TYPE B) 15/PKG.
MA-E110-3 1" 90 DEGREE SET SCREW CONN.(TYPE B) 10/PKG.

MA-E110-4 1-1/4" 90 DEGREE SET SCREW CONN.(TYPE B) 5/PKG.
MA-E110-5 1-1/2" 90 DEGREE SET SCREW CONN.(TYPE B) 1/PKG.
MA-E57 3/8" COMBINATION CONNECTOR (TYPE D) 100/PKG.

MA-4E421  1/2" STRAIGHT SQUEEZE CONN. (TYPE A) 4/PKG.
MA-4E422  3/4" STRAIGHT SQUEEZE CONN. (TYPE B) 4/PKG.
MA-4E110  3/8" 90 DEGREE SET SCREW CONN.(TYPE B) 4/PKG.
MA-4E1101 1/2" 90 DEGREE SET SCREW CONN.(TYPE B) 4/PKG.
MA-4E1102 3/4" 90 DEGREE SET SCREW CONN.(TYPE B) 4/PKG.
MA-4E57 3/8" COMBINATION CONNECTOR (TYPE D) 4/PKG.

NM CABLE

MA-E104A 3/4" CABLE CONNECTOR (TYPE E) 50/PKG.
MA-E105 1" CABLE CONNECTOR (TYPE E) 25/PKG.
MA-E106 1-1/4" CABLE CONNECTOR (TYPE E) 10/PKG.
MA-E107 1-1/2" CABLE CONNECTOR (TYPE E) 10/PKG.
MA-E51 3/8" ROMEX CONNECTOR (TYPE E) 100/PKG
MA-4E104A 3/4" CABLE CONNECTOR (TYPE E) 4/PKG.
MA-4E51 3/8" ROMEX CONNECTOR (TYPE E) 4/PKG

FLEX, MC & AC CABLE

MA-ES8 3/8" SET SCREW CONNECTOR (TYPE F) 100/PKG.
MA-E48 1/2" SET SCREW CONNECTOR (TYPE F) 25/PKG.
MA-4E58 3/8" SET SCREW CONNECTOR (TYPE F) 4/PKG.
MA-4E48 1/2" SET SCREW CONNECTOR (TYPE F) 4/PKG.

FLEXIBLE STEEL CONDUIT
TYPE EFC-NON-UL LIQUID TIGHT

MA-20050 12" X 100’
MA-20075 3/4" X 100’

MA-20010 1" X 100" MEETS JIC REQUIREMENTS. DOES NOT
CONTAIN CONTINUOUS COPPER GROUND.

ALUMINUM (GREENFIELD)

MA-30038 3/8" X 100’ FLEXIBLE
MA-30050 1/2" X 100 CONDUIT
MA-30075 3/4" X 100 ALUMINUM AND STEEL
STEEL (GREENFIELD)

MA-40038 3/8" X 100"
MA-40050 1/2" X 100"
MA-40075 3/4" X 100'

MA-MC42C
14/2 —100'
MA-MC22C
12/2 - 100'
MA-MC43C
14/3 —100'
MA-MC23C
12/3 - 100'

MA-LINE TYPE MC CABLE IS USED IN COMMERCIAL, INDUSTRIAL AND
UTILITY APPLICATIONS WHERE SPACE AND EASE OF INSTALLATION IS
CRITICAL. MC CABLE HANDLES POWER SERVICE, LIGHTING,
CONTROL AND SIGNAL CIRCUITS. MAY BE USED IN CABLE TRAYS,
APPROVED RACEWAYS, OR AS AN OPEN RUN OF CABLE. MADE OF
ALUMINUM INTERLOCKED ARMOR, SOLID COPPER CONDUCTORS.

600 VOLTS — THHN CONDUCTORS WITH GREEN INSULATED GROUND.
MEETS U.L. 1569.

ANTI-SHORT
BUSHINGS

FOR FLEX — AC — MC CABLE
MA-EOPL FITS CABLE SIZE: 14/2, 14/3, 12/2
TRADE SIZE: 5/16" 100/PKG
MA-E1PL FITS CABLE SIZE: 14/4,12/3, 6/1, 4/1
TRADE SIZE: 3/8" 100/PKG
MA-E2PL FITS CABLE SIZE: 12/4,10/2, 10/3, 2/1
TRADE SIZE: 7/16" 50/PKG
MA-E3PL FITS CABLE SIZE: 10/4, 8/2, 8/3, 1/1
TRADE SIZE: 1/2" 50/PKG
MA-E4PL FITS CABLE SIZE: 8/4, 6/2, 6/3, 6/4,4/2, 4/3
TRADE SIZE: 3/4" 10/PKG

22


http://www.ma-line.com/

